CHAIN LINK FENCE POST
W/ CONCRETE FOOTING
(WHERE IT OCCURS)
SEE PSD FNC-2

FASTEN RECYCLED PLASTIC
BOARD TO THE MOWBAND WITH
CONCRETE NAILS, MOLY BOLT OR
SCREWS EVERY 2 FEET ON
CENTER. IF BOLTS ARE USED,
THEY SHALL BE COUNTER SUNK

CONCRETE MOW BAND
SEE DETAIL PSD CONC-7

4 - #3 HORIZONTAL BAR
(DEFORMED), CONTINUOUS,

3" CLR FROM TOP AND SIDES
CONTINUOUS WITH BAR IN DEEP
MOW BAND SECTION

FLUSH
12"

~ \/ 2N
DEPTH CAN VARY DEPENDENT \\//\\//
UPON ADJACENT SLOPE; \ ///\///\ o,
12" MINIMUM TO 24" MAXIMUM XX

2X6 (NOMINAL)
RECYCLED PLASTIC BOARD

PLACE STABILIZING FABRIC

UNDER TREX

SUPPORT SHELF FOR BOARD

NOTES:

1. SUBGRADE SLOPE SHALL BE AS
DELINEATED ON THE GRADING PLANS
INFILL MIX SHALL BE LEFT SHORT OF
TOP OF SYNTHETIC TURF PILE HEIGHT
PER MANUFACTURER'S
RECOMMENDATIONS, BUT FLUSH WITH
THE TOP OF MOWBAND

IF THE INTENT IS TO ALLOW FOR

2.

\
A

INFILTRATION INTO SUBGRADE, FABRIC ’\//\ﬁ 4 P K//\
SHALL BE NON-WOVEN. IF THE INTENT IS //V\v < /]\5(
TO PREVENT INFILTRATION AND N TN R TRIAZ S,
SATURATION OF SUBGRADE AND /\\//\\//\\//\\\//\<\//\\/\\>
DIRECT WATER TO SUBDRAINS, FABRIC >\//>\//\\///\/<\\/(\ KK

SHALL BE WOVEN.

AN

SYNTHETIC TURF TO BE
FASTENED TO BLOCK WITH
STAPLES, PER MANUFACTURER'S
REQUIREMENTS

FINISHED SURFACE IS AT THE
TOP OF THE RUBBER / SAND
INFILL SYSTEM (IF REQUIRED)
AND SHALL BE FLUSH WITH THE
TOP OF THE MOWBAND

2 INCH LEVELING COURSE
PLACED ABOVE PERMEABLE
ROCK SUBBASE (SB).
PERFORMANCE LAYER MAY
BE SUBSTITUTED FOR
LEVELING COURSE.

FINISHED SURFACE (FS)

VARIES

UBGRADE (SG)
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KRR,

COMPACTED SUBGRADE
95% COMPACTION

AGGREGATE BASE (AB)
CLASS 1B
PERMEABLE ROCK

AN . M

WOVEN OR NON-WOVEN
STABILIZING FABRIC
ALONG SUBGRADE,

SEE NOTE #3

CONCRETE FENCE POST
FOOTING, SEE PSD FNC-2
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